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CERTIFICATE 
 
 
Issued to:  
Applicant: 
Pipelife Nederland B.V. 
Flevolaan 7 
1601 MA  Enkhuizen, Netherlands 

Licensee: 
Pipelife Nederland B.V. 
Flevolaan 7 
1601 MA  Enkhuizen, Netherlands 

 
 
Product : Conduit systems for cable management 
Trade name(s) : PIPELIFE 
Type(s)/model(s) : FLEXIVOLT and FLEXIVOLT Low Friction (5/8", 3/4", 1" and 11/4") 
 
The product and any acceptable variation thereof as specified in the Annex to this certificate and the 
documents referred to therein. 
 
DEKRA hereby declares that the above-mentioned product has been certified based on: 
- a type test according to DEKRA K24D-11:2011 and DEKRA K24D-11:2011/W1:2020 
- an inspection of the factory location according to CENELEC Operational Document CIG 021 
- a DEKRA certification agreement with the number 900427 
 
DEKRA hereby grants the right to use the KEMA-KEUR certification mark. 
 
The KEMA-KEUR certification mark may be applied to the product as specified in this certificate for the 
duration and under the conditions of the KEMA-KEUR certification agreement. 
 
This certificate is issued on 27 August 2024 and expires upon withdrawal of one of the above mentioned 
standards. 
 
Certificate number: 2123810.03 REV.1 
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SPECIFICATION OF THE CERTIFIED PRODUCT 
 
Product data 
Product : Conduit systems for cable management 
Trade name(s) : PIPELIFE 
Type(s)/model(s) : FLEXIVOLT and FLEXIVOLT Low Friction 
 
 
Product data – type FLEXIVOLT 
Material : PVC compound 
Resistance to compression : 3 
Resistance to impact : 3 
Lower temperature range : 2 
Upper temperature range : 1 
Resistance to bending : 2 
Resistance to flame propagation : 1 
Tested conduit : 1" 
Certified conduits : 5/8", 3/4", 1" and 11/4" 
 
 
Product data – type FLEXIVOLT Low Friction 
Material : PVC compound with inside a low friction layer 
Resistance to compression : 3 
Resistance to impact : 3 
Lower temperature range : 2 
Upper temperature range : 1 
Resistance to bending : 2 
Resistance to flame propagation : 1 
Tested conduit : 1" 
Certified conduits : 5/8" , 3/4" , 1" and 11/4" 
 
 
TESTS 
 
Test requirements 
DEKRA K24D-11:2011 
DEKRA K24D-11:2011/W1:2020 
 
 
Test result 
The test results are documented in DEKRA test file 212381000, 228963100. 
 
 
Additional information 
This certificate replaces certificate No. 2123810.03 which we hereby declare invalid. 
 
 
Conclusion 
The examination has confirmed that all requirements were met. 
 
 
Factory location 
Pipelife Nederland B.V. 
Flevolaan 7 
1601 MA  Enkhuizen, Netherlands 




